
Bring natural lighting indoors. The three-
section tall Amarr Classica Full View garage 
door allows maximum natural lighting to 
your interior space with the largest windows 
available in any Amarr steel garage door. The 
modern design combined with polyurethane 
insulation provides years of energy efficient 
performance. Improve your view of the world 
with an Amarr Classica Full View door.

Amarr® Classica®

Full View and Flush Modern Garage Doors

Full View design with Frost glass in Dark Brown

Flush design in  Charcoal Gray

Sleek and sophisticated. Amarr Classica 
Flush garage doors complement any modern 
architectural style home. The flush design is 
ideal for homeowners who want a contemporary 
look with the taller panels of a 3-section door. 
Polyurethane insulation is energy efficient and 
helps moderate garage temperatures year round.

www.amarr.com
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Decorative Windows

 
Amarr and Classica as words and logos are trademarks 
belonging to Amarr Company, owned by ASSA ABLOY.

Door specifications and technical data  
subject to change without notice.

* Available in Classica Full View only; not available in odd heights.
† Available in Classica Full View only.

Colors Actual paint colors may vary from samples shown.
Price upcharge applies to all colors except True White.

Amarr doors are pre-painted; homeowners can use exterior 
latex paint for custom colors. Visit amarr.com for painting 
instructions. Non-factory painting of garage door voids the 
paint finish warranty.

Amarr Company
165 Carriage Court
Winston-Salem, NC 27105
800.503.DOOR
www.amarr.com

Construction

• Heavy-duty exterior and interior steel

• Durable, reliable, low maintenance

• Environmentally safe polyurethane
 thermal insulation

• Insulated glass options available

• Superior energy efficiency

• Extra quiet operation

 

Polyurethane
Insulation

Steel
Interior

CL3000
Triple-Layer: 
Steel + Insulation + Steel

Steel Exterior

Bottom Weather Seal

F u l l  V i e w

2 Calculated solid door   
 section R-value is 
 in accordance with 
 DASMA TDS-163.

1 Insulation has passed
 self-ignition, flamespread
 and smoke developed
 index fire testing.

3 It is your responsibility to
make sure your garage door
meets local building codes.

4 For complete warranty details,
visit amarr.com or contact your
local Amarr dealer.

Specifications

STEEL EMBOSSMENT

INSULATION

R-VALUE2

DOOR THICKNESS

STEEL THICKNESS

INSULATED GLASS*

WIND LOAD3 AVAILABLE

PAINT FINISH WARRANTY4

WORKMANSHIP/HARDWARE WARRANTY4

Woodgrain

Polyurethane

13.35

2" (5.1 cm)

25/27 ga

Clear, Frost and Dark Tint

•

Lifetime

Lifetime

Amarr® Classica®

     * Price upcharge applies.

Tempered Glass Options

OBSCURE (O)*

DARK TINT (WD)*

CLEAR (C)

FROST (WF)*  
1/8" (0.32cm) Double Strength

* Price upcharge applies.   

Insulated glass* available in Clear, Frost and Dark Tint.

GOLDEN OAK (OK)*

WALNUT (NT)† MAHOGANY (MY)*

TRUE  
WHITE (TW) 

TERRATONE 
(TT)

ALMOND  
(AL) 

CHARCOAL  
GRAY (EF)

WICKER TAN 
(WK)

DARK BROWN 
(DN) 

SANDTONE 
(ST) 

BLACK 
(BL) 

Amarr Color Zone 
Over 800 Sherwin-Williams paint 
colors; approved color list is at 
amarr.com/amarr_color_zone. 
Check your local Sherwin-Williams 
store for paint chips.

DANUBE (4)†

MADEIRA (5)† NILE (6)†

RHINE (7)† SEINE (8)†

TRELLIS (76)‡

JARDIN (75)‡

THAMES (10)†

NO INSERT

† Window insert shown on Clear glass.   
 Insert also available with Obscure, Frost or Dark Tint glass.  

‡ Tempered obscure glass with baked-on ceramic design.  
 Design visibility varies due to lighting.

Sectional door products from Amarr Company may be the subject of one or 
more U.S. and/or foreign, issued and/or pending, design and/or utility patents.

Woodgrain

Polyurethane

13.35

2" (5.1 cm)

25/27 ga

Clear, Frost and Dark Tint

•

Lifetime

Lifetime

F l u s h

WEATHERED GRAY (WZ)*

Your Local Amarr Dealer:



P A N E L  C O N F I G U R A T I O N

20' x 10' Amarr Vista with Clear Anodize frame and Obscure glass

It’s the perfect reflection of your style. The modern 

industrial look goes residential with the introduction of the 

Amarr Vista collection. From the outside, these sleek doors 

perfectly mirror the clean lines and glass expanses of your 

home’s contemporary design. Inside, they transform your 

garage into a bright and inviting room.  
9' x 7' Amarr Vista with Copper Anodize frame and Clear glass

8' & 9' WIDE – 2 Panels 10' WIDE – 3 Panels 16' WIDE – 4 Panels 18' WIDE – 5 Panels

Amarr® Vista VI1000
Contemporary Aluminum Full View Garage Doors

www.amarr.com



Construction
Amarr® Vista

• 2" thick extruded commercial-grade  
 aluminum frame provides durability,  
 low maintenance and corrosion resistance

• Tongue and groove section joint with  
 new leading edge gasket seal and the  
 bottom weather seal improve air and  
 water infiltration performance.

• ClearView Aluminum Strut System does  
 not restrict viewing area and adds strength  
 and durability to doors 16' to 24' wide

• Wind load options to meet local building codes

• Attractive, modern exterior handles (2) included

• Available in 1" width increments up to 24'

Exterior  
Handles

2 For complete warranty details, visit amarr.com  
 or contact your local Amarr dealer.

1 It is your responsibility to make sure your  
 garage door meets local building codes.

FRAME CONSTRUCTION

SECTION HEIGHTS

WIND LOAD1 AVAILABLE 

FINISH WARRANTY2

WORKMANSHIP WARRANTY2

HARDWARE WARRANTY2

Specifications

2" thick aluminum

21" and 24"; 18" for odd height doors

•

5 Years (RAL & Custom Paint 3 Years)

5 Years

5 Years

A M A R R  V I S T A  
V I 1 0 0 0

Aluminum 
Panel

Bottom
Weather 
Seal

ClearView
Aluminum 
Strut

Full View
Glass Panels

6 columns of (12) 3"x 3/4" vents on a  
4' x 24" panel. Shown in White Powder Coat.

LOUVERED ALUMINUMPERFORATED ALUMINUM

0.312" square perforations on ½" centers.Shown in Clear Anodize.

ALUMINUM & INSULATED ALUMINUM

Optional Panels

An Amarr Vista VI1000 full view door  
offers strength and beauty to match  
the stylish design of your home.

Glazing Options

Section Joint 
Gasket Seal

Colors Actual color may vary from samples shown.

IN STOCK
ANODIZE

Longer lead time and price upcharge apply.

SPECIAL ORDER

CHAMPAGNE (AH) COPPER (AC) MEDIUM BRONZE (AM)

ANODIZE

 

MILITARY BLUE INTERSTATE  
BLUE

COLONIAL RED BOYSENBERRY QUAKER  
BRONZE

SAGE BROWN SUPER  
BLACK

CARNIVAL  
RED II†

CHAMPAGNE 
PEARL†

CLASSIC 
COPPER†

PEWTER† SILVER†

WHITE (PVDF) BONE WHITE IVORY SANDSTONE BURNT SUN SIERRA TAN BEIGE

DARK IVYDOVE GRAY CHARCOAL GRAY PATINA GREENSLATE GRAY HARTFORD 
GREEN

LIGHT SEAWOLF  
BEIGE

PAINT

PAINT

CLEAR (AN) DARK BRONZE (AD) BLACK (BA) WHITE Powder Coat (WH)

PVDF (Kynar®) & Powder Coat

†PVDF only.

FADE RESISTANT 

CORROSION RESISTANT

UV RESISTANT

ABRASION RESISTANT

STANDARD COLORS

RAL/CUSTOM COLORS 
PRICE UPCHARGE

TOUCH-UP PAINT

++

++

++

+

26

$

Included

PVDF (Kynar®) Powder Coat

+

+

+

++

21

$$

NOT included

Longer lead time and price upcharge apply.

Glass Glass is tempered and available as single pane or insulated.

*Laminated, not tempered. Insulated glass not available.

CLEAR OBSCURE THERMAPRO LOW-E

TR
AN

SPAR
EN

T
O

P
A

Q
U

E

BRONZE

T
IN

T

FROST SNOW‡ WHITEOUT* BLACK ICE*

GREEN GRAY GREYLITE

Amarr Company
165 Carriage Court

Winston-Salem, NC 27105
800.503.DOOR

www.amarr.com

Sectional door products from Amarr Company may be the 
subject of one or more U.S. and/or foreign, issued and/or 
pending, design and/or utility patents.

Part of ASSA ABLOY

Amarr as word and logo are trademarks belonging to 
Amarr Company, owned by ASSA ABLOY.

Door specifications and technical data subject to change 
without notice.
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RAL & CUSTOM COLORS 
AVAILABLE FOR POWDER 
COAT & PVDF

 

CLEAR

OBSCURE

GREEN TINT

BRONZE TINT

GRAY TINT

GREYLITE

FROST

SNOW

WHITEOUT

BLACK ICE
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1/8" 1/8" Low-E 1/8" 1/8" Low-E 1/4" 1/4" Low-E 1/2" 1/2" Low-E 1/2" 1/2" Low-E 1/4" Single 1/8" Single 1/4" Tri-Wall 5/8" 1/8" 1/4" 1/2" 

Annealed Tempered Annealed Tempered Laminated Polycarbonate Acrylic
SINGLE PANE DUAL PANE SINGLE PANE

Longer lead time and price 
upcharge apply.


